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* BitTorrent downloader

A BitTorrent client for direct download to the internal HDD.

  - Torrents can be managed by either clicking the Web Services->Torrent links from the NMT, 
    or using a web browser on your PC and going to the following URL : 

http://<NMT IP ADDRESS>:8883/torrent/bt.cgi or follow Torrent links from 
http://<NMT IP ADDRESS>:8088

  - Alternatively, for Windows XP, you can goto Start->My Network Places->Network Tasks.
    Select the 'Show Icons for networked UPnP devices' option. The NMT will show up with 
    it's hostname. Double clicking on the icon will bring you to a page that will allow you to 
    select the Torrent option.

  - You can upload torrent files and control the torrent download settings from this page.

  - Torrent files are started automatically whenever the NMT browser encounters a .torrent file. 
    You can also load .torrent file from USB storage devices.

  - You can also configure some client settings from the Setup->Torrent page on the NMT.

* Shutting down, Reboot and Powering down the unit 

   The Power key will only turns off the display for the unit.

  Power + DELETE   - Shutdown the unit, ready to power off, you will be able to 
     get out of this state except a power cycle.

  Power + EJECT                    - This will trigger a software reset of the unit.
  
  Power + SUSPEND                        - This will bring the unit to a low power suspend mode,
                                                         you can still get out of this mode without lengthy rebooting
                                                         of the unit.

For additional support, please visit the NMT Forum, http://www.networkedmediatank.com 
also browse the NMT Wiki page, http://www.networkedmediatank.com/wiki
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F igure 8.0 :  Torrent downloader page screen

//  Torrent Free space:34.0GB Used:0% Refresh

delete      start       stop

CYBORG - -- Jamendo - MP3 VBR 192k - 2007.10.15 [www.jamendo.com] (20.78M)                           Seeding

DL:20.78M (100%)                       Rx: 0.00kB/s     Peer(s) : 0  Avail: 0.0%
                 Tx: 0.00kB/s     Ratio    : 0.00

E.M.I.T.R - Colours  - Jamendo - MP3 VBR 192k - 2007.10.15 [www.jamendo.com] (63.72M)                   Seeding

Zzjmc - I Smoked The Fitted Carpet (2007)  - Jamendo - MP3 VBR 192k - 2007.10.15
 [www.jamendo.com] (75.44M)                                                                          Seeding

either ashe - everywhere is nowhere  - Jamendo - MP3 VBR 192k - 2007.10.15
 [www.jamendo.com] (65.89M)                                                                          Seeding

1- 4 / 4 items

Schedular

DL:63.72M (100%)                       Rx: 0.00kB/s     Peer(s) : 0  Avail: 0.0%
                 Tx: 0.00kB/s     Ratio    : 0.29

DL:75.44M (100%)                       Rx: 0.00kB/s     Peer(s) : 0  Avail: 0.0%
                 Tx: 0.00kB/s     Ratio    : 0.29

DL:65.89M (100%)                       Rx: 0.00kB/s     Peer(s) : 0  Avail: 0.0%
                 Tx: 0.00kB/s     Ratio    : 0.29

Usage Instructions:

Note: You can configure the Hostname from the 
         Setup->Preferences->Hostname option on the NMT

Usage Instructions:

d) The mapped drive should appear in "My Computer".

    - SMB defaults:
Username: nmt

      Password: 1234

* NAS (NFS server)

This server allows a remote PC to access the locally installed HDD on the NMT as a NFS share.

  The path to the NFS server on NMT is <NMT IP ADDRESS>:/share

Usage Instructions:

Note: NFS server access is not protected by password.

4. Note that as the HDD on the NMT is formatted as a EXT3 partition by default, you will need 
    a special driver to support EXT3 on Windows PCs. Linux PCs will be able to support it 
    without additional drivers. A suggested driver is EXT2FSD.

5. After completing your file operation on the USB HDD from your Windows PC, it is advised to
“Safely Remove Hardware” by clicking on the USB icon in the Windows taskbar before 

    unplugging the USB connection. Otherwise, a power cycle is required to get the internal 
    HDD back into normal operation.

6. When not using the USB slave function, it is advised not to leave the cable plugged in.

* NAS (SMB server)

This server allows a remote PC to access the locally installed HDD on the NMT as a SMB share.

  1) Click on Start->Run
  2) Type "\\<NMT Hostname>" or "\\<NMT IP ADDRESS>" into the text box
  3) To allow for easier accesses to your NMT NAS in future, you can choose to map the SMB 
      share as a drive under your "My Computer" folder of your PC. To do this:

      a) Type "\\<NMT Hostname>" or "\\<NMT IP ADDRESS>" into the text box.
          Alternatively you can go to "My Network Places", click on "View workgroup computers", 
          browse and select your NMT device.

b) Right click on the shared folder and select "Map Network Drive"

Figure 6.0 :  Map Network Dr ive screen
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* FTP Server

Allows easy remote access and management of the NMT's HDD. The server is always running
   by default after installing the NMT applications.

    - The FTP server runs on the default port (21). So just point your FTP client to <NMT IP Address>
Username: ftpuser

   Password: 1234 (default)

Usage Instructions:

Note: FTP username is not configurable, but the password can be configured and is
         shared with the SMB server.

Usage Instructions:

* myiHome CE-HTML Server 

   HTML-based media server for streaming content directly from the NMT's HDD.
  The server name will be displayed as '<hostname> myihome'.

   - Under Setup->NMT Applications, you can see the current status of the media server. A running 
     server will be detectable and accessible by all DMP.

   - You can also access this server from a PC by going to the following link from a web browser :
     http://<NMT IP Address>:8088/

Usage Instructions:

Figure 5.0 :  NMT Appl icat ions Setup screen
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c) Select the drive you want your NMT shared folders to be represented.

Figure 7.0 :  Map Network Dr ive dialog screen
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* USB Slave function 

   This allows connection of the NMT to the PC and the HDD on the NMT will appear as a USB HDD
  to the PC.

  1. Power up NMT unit, plug in the provided cable between the “USB-PC” connector to a USB 
      slot on your PC.

  2. When the unit is idle or in Browser mode, it will immediately switch the internal HDD to make 
      it visible to the PC as a USB HDD.

  3. During this period, the NMT can still function as a basic DMA, all NMT applications will be 
      stopped at this point, however.
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